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The information in this supplement replaces page 91 of the Unimode 200 Manual, Document
#50101 Rev. C, dated 3/9/95.  The default password to enter the programming mode was
shown to be '06321'.  The correct default password is '63210'.



SYSTEM
NORMAL

Press 'ENTER'

1 = Programming
2 = Read Status
3 = AC/BAT

  Write
Protect

Press '1' Press '2' Press '3'

Battery: 24V
AC Line: 120V

Press '11111'
Press 'ENTER'

1 = Disable  2 = Clr Hist
3 = Walk  4 = Time  5 = Chek

Press '2'
Clear Event
File

Press '3'
Walk test

Press '4'
Time

Press '5'
Program
Check

Press '1'
Disable/
Enable Point

Disable/Enable
Press */#,AA,ENTER

ENTER to Clear Hist
Backspace to Escape

Walktest 1 = Silent
2 = Pulse Sounders

Change Time/Date
00:00A TUE 00/00/00

Press '63210'
Press 'ENTER'

0 = Clr  1 = Auto
2 = Point  3 = Sys
4 = Pword  5 = Load

Press '0'
Press 'ENTER'

Press '1'
Press 'ENTER'

Press '2'
Press 'ENTER'

Press '3'
Press 'ENTER'

Press '4'
Press 'ENTER'

Press '5'
Press 'ENTER'

ENTER to Clear Program
Backspace to Escape

Autoprogram
Please Wait

Point Program Edit
Press *,/#,AA,ENTER

VER=N SI=N AS=N PS=N
CD=M AN=Z ST=4 REM=N

*,NNNNN, E=Level 1 PW
#, NNNNN,E=Level 2 PW

Connect Computer Now
Run Program From PC

Trouble in System
No Device Installed

Trouble in System
Program Corrupted

TRBL_# <type> <addr>
<adj> <noun>    Z##

Key Password, 'ENTER'

Program Check OK
Retest Panel Now

APPENDIX F: SCREEN OPTIONS FLOWCHART

(SYSTEM
TROUBLE)

(UNPROGRAMMED SYSTEM)

Continued on Next Page


