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CAUTION! HIGH VOLTAGE

AC Power

Transformer
120 VAC, 60 HZ, 0.32 amps

Initiating Device Circuits

Zone 1
Style B (Class B)

Zone 2
Style B (Class B)

Zone 4
Style B (Class B)

Zone 5 - Style B (Class B)
4-Wire Smoke Detectors

Dummy Load all
unused circuits.
(P/N: 27070)

Zone 3 connection of
2-wire detectors.

Zone 3
Style D (Class A)

Filename: 51397-A0.cdr

J1 - Battery Connector

J1 Connector (underside) connects to
J3 Connector on Main Circuit Board

Color Legend

Initiating Device Circuit

Operating Power

Installation Information(text)

Installation Document Number(number)

MS-5012 Basic System Connections

Style Y (Class B) 1.0 amp max.

12 VDC Notification Appliance Circuit

40 mA each max.
Open Collector Outputs

2.2K, ½W
ELR

2.2K, ½W
ELR

UL Listed
Supervision Relay
A77-716-01

FIRE ALARM ANNUNCIATOR
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+13.8 V, 185 mA max. - Nonresettable Power
General Alarm
General Trouble
Supervisory
Communication Fail

Resettable Power - 12 VDC filtered,
power-limited (200mA) to 4-Wire smoke
detectors. Supervision required.
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