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WIRELESS
KEYPAD
For Use With SSD
Security Console

Installation
Instructions

Help Line 1-800-835-2680

1. KEYPAD DETAIL 2. TYPICAL WIRELESS KEYPAD PLACEMENT

KEYPAD FOR ENTERING
YOUR SECRET CODE

GREEN
OPERATION
LIGHT

MODE BUTTONS
FOR CHANGING MODES

EMERGENCY
BUTTON TO
SOUND SIREN
AT ANY TIMEKEY TO ACTIVATE

HOME AUTOMATION
OUTPUT

PRESS THE STAR KEY
TO RESET THE KEYPAD
IF YOU ENTER THE WRONG
CODE

BEDROOM

MAIN 
CONSOLETRANSMITTERS

REMOTE 
KEYPAD

WINDOW

KITCHEN

FRONT
ROOM

FRONT
DOOR

3. TABLE-TOP USE 4. OPENING KEYPAD FOR WALL MOUNT USE 5. WALL MOUNTING (INDOORS ONLY)

6. CLOSING THE KEYPAD 7. PROGRAM KEYPAD INTO CONSOLE

 

USE THE FOUR SCRATCH
DETERRENT PADS PROVIDED 
FOR TABLE TOP USE

FROM TOP OF CASE
TWIST SCREWDRIVER
BETWEEN CASE HALVES
UNTIL IT POPS OPEN

ATTACH REAR CASE TO WALL
WITH THE FOUR SCREWS PROVIDED

MOUNT AT A CONVENIENT
LOCATION NEAR PRIMARY
ENTRY/EXIT DOOR

FIRST, HOOK BOTTOM
EDGE TOGETHER

THEN, SNAP CASE SHUT

1

ENTER YOUR
SECRET CODE

PRESS
LEARN

ENTER AN
UNUSED SENSOR

NUMBER

SEND SIGNAL
FROM KEYPAD

START IN
OFF MODE

HOLD OFF BUTTON
FOR 3 SECONDS WHEN
FINISHED TO EXIT
LEARN MODE

LEARN BUTTON

PRESS AUTO KEY
TO SEND SIGNAL


